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Land settlement is a gradual lowering of the ground surface that results from the compression or 
consolidation of soft, poorly consolidated fine-textured deposits (clays and silts). Settlement can be 
induced by dewatering and placing heavy loads on potentially compressible soils and sediments. Many 
of the fine-textured bay mud deposits that exist in and adjacent to the Delta are susceptible to settlement 
and present a potential hazard for road construction and development in southern Solano County.11 The 
bay mud deposits susceptible to settlement are generally south of the corridor. 

Expansive Soils and Sediments 

Soils with high shrink-swell potential (expansive) typically contain a high percentage of expansive 
phyllosilicate clay minerals (e.g., montmorillonite).12 Expansive soils swell when wet and shrink when 
dry. In the process, they can cause substantial damage to structures and roadways. However, most 
damage resulting from expansive soils and sediments can be avoided through proper foundation and 
roadway design.  

As described above, soils with moderate to high shrink-swell potential occur throughout Solano 
County. The Solano County General Plan indicates that perhaps as much as 20 to 30 percent of the flat 
land in the County is underlain by soils that have high shrink-swell potential.13 Similarly, the City of 
Fairfield General Plan identifies expansive soils as a common on both the hillsides and valleys of 
Fairfield.14 Soils with a high shrink-swell potential are present throughout the majority of corridor.15 

Surface Fault Rupture 

The California State Geology and Mining Board has established policies and criteria for the 
classification of known earthquake faults in California based on the presence or absence of a detectable 
fault trace and the recency of fault displacement.16 The categories are described below: 

• Active Faults: Detectable fault traces that show evidence of displacement during the last 10,000 to 
11,000 years (i.e., Holocene faults) are defined as “active” and are considered to have the greatest 
potential for surface rupture.  

• Potentially Active Faults: Detectable fault traces that show evidence of displacement 10,000 to 1.6 
million years ago (i.e., Quaternary faults) are defined as “potentially active” and are considered to 
have less potential for surface rupture.  

                                                           
11  Sedway/Cook. 1977. Solano County General Plan.  Adopted April 21, 1977. Prepared for the Solano County 

Planning Commission. Fairfield, CA. 
12  Phyllosilicates occur when the silica tetrahedra join together to form flat sheets. These sheets are held 

together by weak bonding between the free oxygen on the tetrahedra and so cleave easily. Phyllosilicates 
include both micas (biotite & muscovite), talc, and clay minerals. 

13  Sedway/Cook. 1977. Solano County General Plan.  Adopted April 21, 1977. Prepared for the Solano County 
Planning Commission. Fairfield, CA. 

14  City of Fairfield, Fairfield General Plan, February 2004. 
15  EDAW. 2006. Solano County General Plan Geology and Soils Background Report. August 28, 2006. 

Prepared for Solano County Resource Management Department. Fairfield, CA. 
16  Hart, E. W. and W. A. Bryant. 1997. Fault-rupture hazard zones in California: Alquist-Priolo Earthquake 

Fault Zoning Act with index to earthquake fault zone maps. Special Publication 42. California Division of 
Mines and Geology. Sacramento, CA. 
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• Other Faults: The board has not established an official category for faults that show no evidence 
of displacement during the last 1.6 million years (i.e., pre-Quaternary faults). Although such faults 
are not deemed “inactive,” they are considered to have a relatively low potential for surface 
rupture.  

Solano County contains several known faults. Currently, segments of only two faults, the Green Valley 
fault and the Cordelia fault are known to be active. Both faults have each been zoned under the Alquist-
Priolo Act, meaning that development in the immediate vicinity of the fault trace must be preceded by 
detailed fault investigations.17 The Green Valley fault and the Cordelia fault are in western Solano 
County, and do not present any risk of surface fault rupture in the corridor. The corridor crosses the 
Vaca-Kirby Hills fault; however, this fault is not identified as an active fault. 

Seismic Groundshaking  

In 1996, the California Department of Mines and Geology (CDMG) (now referred to as the California 
Geological Survey [CGS]) released a probabilistic seismic hazard assessment for California to aid in 
the assessment of seismic groundshaking hazards in the State.18 The report suggests that the 
groundshaking hazard in the County ranges from very low to severe. The most severe groundshaking 
hazards are located in the western half of the County. The findings of the report are generally 
consistent with the findings of the shaking hazard assessment conducted by the Association of Bay Area 
Governments (ABAG), which also indicated that the most intense seismic groundshaking in Solano 
County is likely to result from an earthquake on the Green Valley fault.19 The corridor is just east of 
the area identified as having the highest potential for earthquake damage.20 

Liquefaction 

Liquefaction is a process by which soils and sediments lose shear strength and fail during episodes of 
intense seismic groundshaking.  As a consequence of liquefaction, soils act like fluids rather than 
solids.  The most recent seismic hazard maps published by ABAG indicate that the susceptibility of 
soils and sediments in Solano County to liquefaction ranges from very low in areas such as the 
Montezuma Hills, which are underlain by clayey sand, to very high in areas such as the Delta and the 
large alluvial plain south of Dixon, which are underlain by unconsolidated sediments of variable 
composition or shallow groundwater. The corridor crosses through areas with very low, low, and 
moderate liquefaction potential.21 

                                                           
17  EDAW. 2006. Solano County General Plan Geology and Soils Background Report. August 28, 2006. 

Prepared for Solano County Resource Management Department. Fairfield, CA. 
18  Peterson, M. D., W. A. Bryant, C. H. Cramer, T. Cao, and M. Reichle. 1996. Probabilistic seismic hazard 

assessment for the state of California. (Open-File Report 96-706.)  U.S. Geological Survey. Washington, 
DC. 

19  Association of Bay Area Governments (ABAG). 1995. The San Francisco Bay Area—on shaky ground. 
Publication P95001EQK. Oakland, CA. 

20  EDAW. 2006. Solano County General Plan Geology and Soils Background Report. August 28, 2006. 
Prepared for Solano County Resource Management Department. Fairfield, CA. 

21  EDAW. 2006. Solano County General Plan Geology and Soils Background Report. August 28, 2006. 
Prepared for Solano County Resource Management Department. Fairfield, CA. 
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3.11.3 Impacts (including Permanent, Temporary, Direct, Indirect, and 
Cumulative) 

Methodology 

The determination of effects of the proposed action on geology, soils, seismicity, topography, and 
paleontological resources was based on a review of relevant publications and a reconnaissance-level 
survey of the corridor.  

Summary of Geologic Impacts 

Each of the build alternatives has similar potential to encounter geologic hazards associated with 
seismic activity, expansive soils, and/or unique geologic features. Existing regulations would prevent 
adverse geologic impacts from occurring with implementation of any of the alternatives. Details 
regarding these impacts are provided below. 

Impact GEO-1: Would the Alternatives Expose People to Injury or Structures to 
Damage from Potential Rupture of a Known Earthquake Fault, Strong 
Groundshaking, Seismic-Related Ground Failure, Liquefaction, or Landslides?  

Alternative A. Under this alternative, the project would not be constructed. Therefore, there would be 
no potential for impacts.  

Alternatives B, C, D, and E. For Alternatives B, C, D, and E, impacts related to exposure of people 
to injury or structures to damage from potential rupture of a known earthquake fault, strong 
groundshaking, seismic-related ground failure, liquefaction, or landslides would be similar because the 
alternative alignments generally travel along the same geographic area with the same geologic features.  

Groundshaking caused by an earthquake on the Green Valley fault or other active and potentially active 
faults in the region could damage project facilities and result in injury to people using these facilities. 
Although the corridor is not in the portion of Solano County identified as at risk for severe 
groundshaking, substantial and damaging groundshaking could still occur along the alternative 
alignments. Slope failures caused by project construction or operation, earthquakes, high rainfall, 
human activities, or other means, could cause damage to project facilities and result in injury to people 
using these facilities.  

The USGS and CGS identify a design earthquake and the associated peak horizontal ground 
accelerations (or “shaking”) for the project area based on an earthquake on the Green Valley fault. The 
amount of ground disturbance from an earthquake on the Green Valley fault could cause damage to 
roads and infrastructure (primary effects), and could cause ground failures in alluvium and poorly 
compacted fill, as well as seismically induced landslides on steep slopes (secondary effects).  

The amount of surface alteration necessary to accommodate the construction of any of the build 
alternatives is not considered a substantial geologic change in itself. However, the alteration of 
topography for construction of the roadways raises issues of slope and soil instability in the corridor. 
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Substantial amounts of material would be needed to fill low areas along the alternative alignments, and 
deep cuts are proposed through the bedrock ridges of the foothills, depending on the alternative 
selected. The creation of cuts in alluvium, and the placement of fill under new or widened roadways in 
the corridor would have the potential to create unstable slopes if the cuts and fills are not specifically 
designed for stability. 

Impact GEO-2: Would the Alternatives Result in Damage to Facilities and Injury to 
the Public from Presence of Expansive Soils?  

Alternative A. Under this alternative, the project would not be constructed. Therefore, there would be 
no potential for impacts.  

Alternatives B, C, D, and E. The Soil Survey of Solano County indicates that soils with high shrink-
swell potential (i.e., potentially expansive soils) are present in the corridor, for all alternative 
alignments. The existence of soils with high shrink-swell potential throughout the corridor makes it 
necessary to ensure the soils used for road base or trench support are sound. The creation of road base 
in unsuitable soils would have the potential to create future problems of settlement and utility line 
disruption if the soils were not specifically engineered for stability. The presence of expansive soils 
could result in damage to project facilities and injury to people using these facilities. Avoidance and 
minimization measures have been identified to ensure that project facilities are designed to avoid or 
minimize the potential for damage or injury associated with expansive soils.  

Impact GEO-3: Would the Alternatives Result in the Destruction of Buried 
Paleontological Resources or Unique Geologic Features? 

Alternative A. No project construction would occur under this alternative and therefore, there would be 
no potential to affect paleontological or geologic resources. 

Alternatives B, C, D, and E. Previously unknown paleontological resources or unique geologic 
features may be discovered during construction in areas where native soils would be disturbed below 
the existing fill and roadbed. Activities such as excavation and grading into native soils, trenching for 
drainage systems, and pile driving for elevated structures or any type of piling or footing could damage 
such resources. Mitigation has been identified for this effect (Mitigation Measure GEO-1). 

Impact GEO-4: Would the Alternatives Result in Cumulative Geology Effects? 

Construction in the corridor could lead to an increase in the potential for seismic or expansive soil 
related hazards. Compliance with existing laws and regulations, however, would eliminate this 
potential effect. Implementation of avoidance and minimization measures and Mitigation Measure 
GEO-1 would minimize the potential for the project alternatives to destroy paleontological resources or 
geologic features. Therefore, the project is not anticipated to have a cumulatively considerable 
contribution to these impacts. 
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3.11.4 Avoidance, Minimization, and/or Mitigation Measures 

As discussed in Impacts GEO-1 and GEO-2, avoidance and minimization measures have been identified 
to address the potential for adverse effects associated with seismic and slope stability hazards, as well 
as the presences of expansive soils in the corridor. The local lead agency is required to conduct the 
necessary site-specific studies, in compliance with the Uniform Building Code and Caltrans Standards 
seismic design criteria and bridge standards, to ensure that project facilities avoid alignments on active 
fault zones and areas with expansive soils. 

The implementing local agency would be required to design the roadway and associated improvements 
in conformance with the applicable jurisdiction’s Design and Construction Standards. For bridges or 
other concrete structures, structural design shall be in accordance with Caltrans’ Bridge Design 
Specifications, Bridge Memos to Designers, Bridge Design Practices Manual, and Bridge Design Aids 
Manual. Bridge design shall be based on the “Load Factor Design” methodology with HS20-44 live 
loading. Seismic design shall conform to the Bridge Design Specifications, and Section 20 of the 
Memos to Designers including “Caltrans Seismic Design Criteria”. 

Prior to approval of the project design, the appropriate local agency would require a completed report 
of soil and/or rock conditions along the alignment that evaluates potential slope instability conditions. 
The evaluations would be conducted in accordance with the applicable jurisdiction’s Design and 
Construction Standards. The evaluations must be conducted by registered professionals, and measures 
to reduce or eliminate slope instability be applied, depending on the soil and/or rock conditions. At a 
minimum, the investigations must describe the characteristics of the soil and/or materials at the location 
of the cut or fill; the most appropriate type of support systems for the proposed slopes; the design 
criteria for the recommended support system, including the estimated ground settlement rate beneath 
the support system; the necessary subgrade preparation; the lateral pressures for retaining walls; the 
drainage conditions; the design slopes for cut and fill sections; and, the suitability of on-site soils for 
use as backfill. The recommendations of the slope and/or structural reports are required to be 
incorporated in the Plans and Specifications for the design of the project. 

An acceptable degree of cut-slope or fill-slope stability along the various alignments can be achieved by 
designing the project to site-specific geologic conditions. Site-specific stability analysis would be the 
basis for slope design in areas where instability is suspected. Such slope stability analyses contain 
recommendations for ground preparation, earthwork, foundation design, etc., specific to the location 
that become an integral part the construction design. 

Site-specific treatments to eliminate expansion of soils include, but are not limited to, grouting, 
recompaction and replacement with non-expansive material. Site-specific analysis is the mainstay of 
road base design in areas where unsuitable conditions are suspected. Such analyses contain 
recommendations for ground preparation and earthwork specific to the site, which become an integral 
part the construction design. The selected alignment would be evaluated to determine the particular 
treatment that would be most appropriate.  
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Compliance with the above-described regulations would avoid impacts associated with seismic and soil 
hazards. In addition, implementation of the following mitigation measure wound minimize potential 
adverse effects to unknown unique geological or paleontological materials. 

Mitigation Measure GEO-1: Stop Work if Unique Geologic or Paleontological Materials Are 
Discovered during Construction. If unique geological or paleontological materials are inadvertently 
discovered during ground-disturbing activities, the construction contractor shall stop work in that area 
and within 100 ft of the find until a qualified geologist/paleontologist can assess the significance of the 
find and develop appropriate treatment measures. Treatment measures shall be developed in 
consultation with STA and Caltrans and may include excavation and removal.  




